STAGE 2A CONSTRUCTION
| V4

(SEQUENCE OF CONSTRUCTION / APPLICATIONS)

1. ADJUST TRAFFIC CONTROL ITEMS ACCORDING TO STAGE 2A PLANS
AND STANDARD 701321. IT MAY BE REQUIRED TO RELOCATE TRAFFIC
CONTROL ITEMS THAT ARE IN CONFLICT WITH CONSTRUCTION AND
FLAGGERS MAY BE NECESSARY. ALL TRAFFIC CONTROL ITEMS SHALL : )
BE REPLACED TO THE LOCATION SHOWN ON STAGE 2A PLANS AT THE “
END OF EACH CONSTRUCTION DAY. ~

REBUILD ENTRANCE LOCATED LT. 260+68.81. INGRESS AND EGRESS SHALL ‘
BE MAINTAINED FOR ALL ENTRANCES DURING CONSTUCTION. : . .
. ~

BUILD FULL DEPTH SHOULDERS FROM LT. STA. 269+20 TO STA, 261+38.25
AND RT. STA. 265+89 TO STA, 267+10.

WEDGEILEVEL OR MILLJOVERLAY PAVEMENT FROM STA. 260+59 TO
STA. 261+38.25 AND STA. 265+89 STA. 266+50.
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